
CENTER PRODUCT CATALOGUE

CENTER 100/102/110 MULTIMETER

CENTER 100 series: With their small 
size, they can easily fit in most tool box. 
Even though these testers are low cost 
units, their safety design is reinforced to 
meet the various everyday applications. 
CENTER 100 contains all the basic 
function for 0MM with HFE measurement 
and CENTER 102 also bull- in Hz and 
continuity function. CENTER 110 is an 
auto range DMM.

CENTER 120 : Comply with IEC 
1010 1000V CAT Ill. In order not to 
cumbersome the out look when 
doing R S 232 communication we 
had specially designed interface to 
meet the requirement of regulation 
without big chunk of adaptor. This 
tester also equipped with super 
wide range for capacitor measuring, 
Both 120 and 122 have RS232 
interlace and 122 is a True RMS 
DMM and a data logger.

CENTER 360 AUTORANGING INSULATION 
TESTER

CENTER 120/122 RS-232/DATALOGGER/TRUE 
RMS AUTORANGE  MULTIMETER

When doing power installation, 
CENTER 360 can provide some 
special helps. When doing insulation 
test, it can provide 250V, 500V and 
1000V source for the test and under 
each range it can supply more 1 mA
current to food the capacitance load. 
With the autorange function, it can 
measure up to 4000 MegaOhm with 
the resolution of 1 KOhm.

When doing the continuity test, 
the tester can source 200mA to 
distinguish the bad connections. By 
its build in autorange function, on the 
same function range it can measure 
up to 4KOhm with resolution of 0.1 
Ohm.

CENTER 200 series are our mini clamp 
meters. These clamps are designed with great 
hand held feeling and easily fit in the pocket. With 
the range 400A and the resolution is 0.01 A that 
will fix most need from an electrician. With built-in 
Voltage and Continuity functions, these testers 
are good choices for an everyday instrument in 
the tool box.

CENTER 202 is for users who need True 
RMS AC current measurements. 

CENTER 200/201 MINI CLAMP METER

CENTER 202 MINI AC TRUE RMS CLAMP 
METER

CENTER 210 series are mid~size
clamp meters. These clamps can measure 
up to 1000A with resolution 0.01 A. 1 ms 
peak function is also built in this series of 
clamps. This is especially useful for start 
current measurement. Maximum, Minimum 
and Hold are also standard functions for 
these testers.

CENTER 210 is an AC clamp meter, 
211 is an AC True RME clamp meter and 
212 is AC/DC True RMS meter.

CENTER 210/211 AC/AC TRUE RMS 
CLAMP METER

CENTER 212 AC/DC TRUE RMS 
CLAMP METER

CENTER 220/221/222 LOW COST  MINI 
CLAMP METER

CENTER 220 is our low 
cost mini clamp series. 220 is 
a current probe with read out. 
221 is added with voltage 
and continuity functions. 222 
is an AC/DC clamp
meter.

CENTER 223 is a high 
resolution AC/DC clamp 
meter. With resolution of 1mA 
and span of 100A, this tester 
is great for appliance 
installation or for car 
applications.

CENTER 223 HIGH RESOLUTION MINI 
AC/DC CLAMP METER



CENTER 232 AC/DC TRUE RMS 
POWER CLAMP METER

CENTER 235 AC LEAKAGE CLAMP 
METER

Our leakage clamp CENTER 235 has a 
very good resolution of 10uA. It is very 
useful for power system check and 
installation. With the measuring range up 
to 100A, it is also proper for indoor 
installation as a normal clamp meter so 
that the technician only have to bring one 
tester 

CENTER 232 is used 
in power system 
maintenance. Beside 
power measurement, it 
also provides the 
voltage, current 
measurement and 
continuality function.

CENTER 
300/301/302/303THERMOMETER

CENTER 307/308 COMPACT SIZE 
THERMOMETER

CENTER 307/308 thermometers 
are compact size low cost units. It 
will fulfill the need for most of every 
day applications. Even though this 
seems to be an entry level unit, the 
measuring range is till as wide as 
the sensor can provide with 
sufficient accuracy for applications.

This series of thermal couple 
thermometers are micro controller based 
testers. With very intuitive interface, the 
user can fully operate the tester without 
second thought. Some of the units (302 
/303) are digitally calibrated for long time 
stability. The whole series are equipped 
with RS232 interface for advance 
applications.

CENTER 305/306 DATALOGGER 
THERMOMETER CENTER 304/309 FOUR 

CHANNELS THERMOMETER

These data loggers are designed tar 
advanced applications which require the 
temperature data for a period. With CENTER 
305 or 306, the user can collect the 
information very easily. The operating 
interface is designed in a very intuitive way so 
that the user can locate the function by just 
look at the panel. The build in real time clock 
will give every set of recording data a time 
stamp so that every data can he traced back 
to the time it occurred. The bundled window 
software is not only used to read the recording 
data but it provides a virtual panel in the 
window to fully control the tester.

In some applications, the 
temperature is concerned at 
more than two points. This is 
why we provide the four channel 
model thermometer 304 and 
309. The operation interface is 
intuitive and all the temperature 
data are shown on the LCD at 
the same time so that no extra 
step for the user to get the 
reading.

CENTER 350/352 INFRARED 
THERMOMETER

CENTER 358 INFRARED 
THERMOMETER

CENTER 358 is a pocket 
size low cost infrared 
thermometer. Target 
indication is through LED 
which will make it available 
for some of the laser 
restriction countries.
Temperature scale can also 
be set through switch.

CENTER 350/352 are infrared 
thermometers. With the gun like shaping, 
users can aim to the measuring target 
just by instinct. Both of them also 
included a laser indicator to reinforce the 
directional feeling. Celsius or Fahrenheit 
can be set through switch. Laser can 
also be turn off through switch.

DS ratio for CENTER350 is 8:1. If 
the user need higher DS ratio, 
CENTER352 can do 12:1



CENTER 320 SOUND LEVEL METER

Our standard sound level meter CENTER 
320 has a wide dynamic range from 30 to 
130 dB. It has different frequency weighting 
A and C to respond to human sense or 
machine monitoring purposes. For different 
sound pattern, it also supplies Fast and 
Slow time constant setting. Analog output is 
also provided for other use.

CENTER 321 is our newly designed sound 
level meter. With all the functions 320 can 
provide, we had changed something in new 
designed back light LCD. We had added fast 
analog bar with peak hold two second in this 
tester. An auto range function is added for the 
tester to choose one proper range for 
measuring by the tester itself. RS232 interface 
is also added to provide real time data to the 
computer.

CENTER 321 RS-232 SOUND LEVEL 
METER

CENTER 322 DATALOGGER SOUND 
LEVEL METER

CENTER 325 COMPACT SIZE  SOUND 
LEVEL METER

If one needs long time on site sound 
monitoring, CENTER 322 will be the 
choice. With its build in 32000 records 
deep memory, it can gather all the data 
you need just by this tester and a tripod. 
After the data is collected, the user can 
download the data to the computer at his 
convenient place.

CENTER 325 is our entry level sound level 
meter. We have tried to keep as much feature 
as possible and on the same time reduce the 
system complexity as much as possible. 325 
is the result.

CENTER 500 series are testers with built in printer. The printer 
can output text format so that the user can get the exact reading or it 
can output graphic format to give the whole changing tendency in one 
image. The sample period and the graphic scale are programmable so 
the user can get the exact result he expects. Beside the printer
function, this unit is also a data logger. The recorded data can be log to 
computer for further use. Even though these testers are built with 
advance functions, with the help of software menu button and guiding 
text display window. The user can setup these unit just by browsing the 
menu and following the guide line appear in the LCD just as he is using 
the cellular phone.

CENTER 500 is the temperature graphic recorder. Normally when 
the operator measuring temperature, he is not only concern the present 
reading but also how it is changing. With this tester the operator can 
get the changing information on site without the help of a PC. The 
printout can be use as diagnostic evidence or a proof for

If you want to collect some information for the electrical 
signal without running back and forth between a data 
logger and PC, try CENER 502. Intuitive user interface 
give you the power to setup this complex tester at ease. 
Within minutes, your get what your want for analysis or 
you can keep the data is as a reference.

CENTER 500 TEMPERATURE GRAPHIC RECORDER

CENTER 502 VOLTAGE/CURRENT  GRAPHIC RECORDER

CENTER 315 COMPACT SIZE HUMIDITY  TEMPERATURE METER

CENTER 315 is our entry level humidity tester. 
Even though the price is lower, only minor 
performance is affected.



CENTER 340/342 are temperature data logger & 
humidity/temperature data loggers. Even though these 
units are focus on data collecting, we had place a LCO 
display to show the operator on site information. In case 
of dark environment, it even equipped with black light 
display. Both of the unit had built in  a real time clock 
inside so that the events are captured with time stamps. 
The recording memory can hold 64,000 records which can 
produce high resolution test result.

With water proof housing, the temperature data 
logger 340 has a lot of applications such as environmental 
monitoring, food transportation process monitoring or air 
condition monitoring etc. The data is download through     
IR photo interface so we do not have to worry about 
connector might be damage by water.

CENTER 342 is a 
humidity/temperature data 
logger It also has most of 
the features that 340 has 
except water proof. This is 
caused by the nature of 
humidity measuring.

CENTER 340 THERMO RECORDER CENTER 342 TEMPERATURE 
HUMIDITY RECORDER

CENTER 310/311 TEMPERATURE HUMIDITY

CENTER 313/314 DATALOGGER 
TEMPERATURE HUMIDITY

CENTER 310 is our standard series humidity 
temperature meter. By applying high performance sensor, 
these testers have rapid response and long time stability.  
CENTER 311 had also included a thermal couple input 
that can use normal thermal couple probes.

CENTER 313/314 are data loggers 
enhanced from 310/311. We had built 
memory for 16,000 records in these 
testers. The sampling period is 
programmable and there is a real time 
clock in the tester. The window based 
software come with each unit is very 
easy to operate. The users only have to 
connect the cable and call the program 
and no extra setup is needed

CENTER 337 LIGHTMETER

CENTER 337 can be used in working 
environmental check, illumination design 
verification & other light monitoring 
applications. If the user turns on this unit 
with the cap on, it will zero the reading 
automatically. With the sensor on the top 
of tester, this meter can easily operate 
with single hand. The sensor is 
compensated with filter to make the 
response close to human eye. The light 
source angle is also compensated 
according to its cosine function.

THERMAL PROBE ACCESSORIES


